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100w

0-10vVv PWM 3

. UART
. <0.5W
. 12vdc 250mA  3W( 10W)
. 6kV, 10kV @ UK
. CAH
- IP66/IP67 uL c € C B
. Class | Division 2 [H[
. 5

EUM-100SxxxMx 100W IP66  IP67 90-
305Vac DC

UART
(1) ) (3) [120vac|220Vac (6)
70-1050mA | 700-1050mA | 700 mA |22-395 VSl lyg 143 vac 100w [92.5% 099 | 0.96 [EUM-100S105Mx
105-1500mA | 1050-1500mA [ 1050 mA [ 227395 V2% | 3495 vge | 100w |92.5%| 0.99 | 0.96 |EUM-100S150Mx
175-2800mA | 1750-2800mA | 2100 mA | 907305 VAl 17 54 vae| 96w [91.0%| 0.99 | 0.96 [EUM-100S280Mx®)
127~300 Vdc
1 100W

2 UL, FCC 100-277Vac 100-240Vac

3 100%  220Vac

4 SELV

5 Class 2 & SELV

6 x=G UL ENEC CCC X=T UL Class P
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-V
EUM-100S105Mx EUM-100S150Mx
174 114
105, 9
145 (72,_153_)___145,5, 143) (700, 143 ) o5 |(195.95)
| \
116 l0S€e 0OSe 0/ 76
| o
S ! %\ (O% \ (1050,95) <=
87 |—I 7 : 57
' % \\ 1050 , 62
58 |—+ ( .62) 38
Necccccccccccc e e caa - J1050,48) | jep AT
(105, 48) (loset, 48)
29 19
o L——— ; o L———
0 210 420 eso(mA) 840 1050 1260 0
: 700mAs<loset<1050mA : 1050mAc<loset:
EUM-100S280Mx
AC 90 Vac - 305 Vac
DC 127 Vdc - 300 Vdc

47 Hz - 63 Hz

- - 0.75 MIU UL 8750; 277Vac/60Hz

- - 0.70 mA IEC 60598-1; 240Vac/60Hz

- - 1.02 A 100% 120Vac
- - 0.54 A 100% 220Vac
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220Vac 25
12t - - 3.45A% | 10%Ipk-10%lpk =314 ps
0.9 - -
100-277Vac, 50-60Hz, 65%-100%
- - 20% (65-100W)
. _ 10% 220-240Vac, 50-60Hz, 75%-100%
(75-100W)
-5%loset - 5%loset 100%
(loset)
EUM-100S105Mx 70 mA - 1050 mA
EUM-100S150Mx 105 mA - 1500 mA
EUM-100S280Mx 175 mA - 2800 mA
EUM-100S105Mx 700 mA - 1050 mA
EUM-100S150Mx 1050 mA - 1500 mA
EUM-100S280Mx | 1750 mA - 2800 mA
(pk-pk) - 5%lomax 10%lomax | 100% 20 MHz BW
;)E?F?SZ - 2%lomax - 100%
- - 10%lomax | 100%
EUM-100S105Mx - - 170V
EUM-100S150Mx - - 120V
EUM-100S280Mx - - 60V
- - + 0.5% 100%
- - + 3.0%
- - 0.5s 120-277Vac 65%-100%
- 0.03%/°C - =0°C~Tc
12v 10.8V 12V 13.2V
12v 0mA - 250 mA “ Dim—"
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6.0ms 500mA
12v @6W - - 500 mA 2.2ms
250mA
5.2ms 850mA
12v @10W - - 850 mA 1.3ms
250mA
@120Vac
EUM-100S105Mx
lo= 700 mA 87.5% 89.5% -
10=1050 mA 88.5% 90.5% - .
EUM-100S150Mx 100% 25
lo=1050 mA 875% 895% - 204
l0=1500 mA 88.5% 90.5% -
EUM-100S280Mx
0=1750 mA 87.0% 89.0% -
10=2800 mA 87.0% 89.0% -
@220Vac
EUM-100S105Mx
lo= 700 mA 89.5% 91.5% -
10=1050 mA 90.5% 92.5% - .
EUM-100S150Mx 100% 25
10=1050 mA 89.5% 91.5% - 2%
lo=1500 mA 90.5% 92.5% -
EUM-100S280Mx
l0=1750 mA 89.0% 91.0% -
10=2800 mA 89.0% 91.0% -
@277Vac
EUM-100S105Mx
lo= 700 mA 90.0% 92.0% -
10=1050 mA 91.0% 93.0% - .
EUM-100S150Mx 100% 25
10=1050 mA 90.0% 92.0% - 2%
10=1500 mA 90.5% 92.5% -
EUM-100S280Mx
l0=1750 mA 89.0% 91.0% -
10=2800 mA 89.5% 91.5% -
- - 0.5W 230Vac/50Hz
262,000 220Vac 25 80% (MIL-
Hours HDBK-217F)
112,000 220Vac 80% 70
) Hours B
-40°C - +90°C
4715
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UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13
ENEC & CE EN 61347-1, EN 61347-2-13
UKCA BS EN 61347-1, BS EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13
CCC GB 19510.1, GB 19510.14
PSE J 61347-1, J 61347-2-13
KS KS C 7655
NOM NOM-058-SCFI
EAC TP TC 004, TP TC 020
SAA AS/NZS 61347.1, AS/NZS 61347.2.13
ENEC EN 62384
EMI

BS EN/EN IEC 55015/GB/T
17743/KN 151

Conducted emission Test &Radiated emission Test

BS EN/EN IEC 61000-3-2/GB
17625.1

Harmonic current emissions

BS EN/EN 61000-3-3

Voltage fluctuations & flicker

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following

(1)

FCC Part 15 two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired
operation.

EMS

BS EN/EN 61000-4-2

Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge

BS EN/EN 61000-4-3

Radio-Frequency Electromagnetic Field Susceptibility Test-RS

BS EN/EN 61000-4-4

Electrical Fast Transient / Burst-EFT

BS EN/EN 61000-4-5

Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV

BS EN/EN 61000-4-6

Conducted Radio Frequency Disturbances Test-CS

BS EN/EN 61000-4-8

Power Frequency Magnetic Field Test

BS EN/EN 61000-4-11

Voltage Dips

BS EN/EN 61547

Electromagnetic Immunity Requirements Applies To Lighting Equipment

1 EMI

( ) EMI
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EUM-100S105Mx(lo=700mA) EUM-100S105Mx(lo=1050mA)

EUM-100S150Mx(lo=1050mA) EUM-100S150Mx(lo=1500mA)

EUM-100S280Mx(lo=1750mA) EUM-100S280Mx(l0=2800mA)
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70 Vac 80 Vac 90 Vac
75 Vac 85 Vac 95 Vac
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310 Vac 320 Vac 330 Vac
300 Vac 310 Vac 320 Vac
350Vac 8
- - 350 Vac
L
A
lo <
A _—
v
—
>
- Vin
80 Vac 85 Vac
L
A
lo
< 2
A .
) Vin
310 Vac 320 Vac
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N LED Dim+
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L " l*
VaC V\a/:Jx *
N LED Dim+
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@— - JUUL
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[ )
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. } 15 .
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[ ]
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